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(1) For your municipal waste combus-
tion plant, names of the chief facility 
operator, shift supervisors, and control 
room operators who have completed 
the EPA or State municipal waste 
combustion operator training course. 

(2) Dates of completion of the oper-
ator training course. 

(3) Documentation showing comple-
tion of the operator training course. 

(d) Records of reviews for plant-specific 
operating manuals. Include three items: 

(1) Names of persons who have re-
viewed the operating manual. 

(2) Date of the initial review. 
(3) Dates of subsequent annual re-

views. 
(e) Records of when a certified operator 

is temporarily offsite. Include two main 
items: 

(1) If the certified chief facility oper-
ator and certified shift supervisor are 
offsite for more than 12 hours, but for 
2 weeks or less, and no other certified 
operator is onsite, record the dates 
that the certified chief facility oper-
ator and certified shift supervisor were 
offsite. 

(2) When the certified chief facility 
operator and certified shift supervisor 
are offsite for more than 2 weeks and 
no other certified operator is onsite, 
keep records of four items: 

(i) Your notice that all certified per-
sons are offsite. 

(ii) The conditions that cause those 
people to be offsite. 

(iii) The corrective actions you are 
taking to ensure a certified chief facil-
ity operator or certified shift super-
visor is onsite. 

(iv) Copies of the written reports sub-
mitted every 4 weeks that summarize 
the actions taken to ensure that a cer-
tified chief facility operator or cer-
tified shift supervisor will be onsite. 

(f) Records of calendar dates. Include 
the calendar date on each record. 

§ 60.1360 What records must I keep for 
stack tests? 

For stack tests required under 
§ 60.1285, you must keep records of four 
items: 

(a) The results of the stack tests for 
eight pollutants or parameters re-
corded in the appropriate units of 
measure specified in Table 1 of this 
subpart: 

(1) Dioxins/furans. 
(2) Cadmium. 
(3) Lead. 
(4) Mercury. 
(5) Opacity. 
(6) Particulate matter. 
(7) Hydrogen chloride. 
(8) Fugitive ash. 
(b) Test reports including supporting 

calculations that document the results 
of all stack tests. 

(c) The maximum demonstrated load 
of your municipal waste combustion 
units and maximum temperature at 
the inlet of your particulate matter 
control device during all stack tests for 
dioxins/furans emissions. 

(d) The calendar date of each record. 

§ 60.1365 What records must I keep for 
continuously monitored pollutants 
or parameters? 

You must keep records of eight 
items: 

(a) Records of monitoring data. Docu-
ment six parameters measured using 
continuous monitoring systems: 

(1) All 6-minute average levels of 
opacity. 

(2) All 1-hour average concentrations 
of sulfur dioxide emissions. 

(3) For Class I municipal waste com-
bustion units only, all 1-hour average 
concentrations of nitrogen oxides emis-
sions. 

(4) All 1-hour average concentrations 
of carbon monoxide emissions. 

(5) All 1-hour average load levels of 
your municipal waste combustion unit. 

(6) All 1-hour average flue gas tem-
peratures at the inlet of the particu-
late matter control device. 

(b) Records of average concentrations 
and percent reductions. Document five 
parameters: 

(1) All 24-hour daily block geometric 
average concentrations of sulfur diox-
ide emissions or average percent reduc-
tions of sulfur dioxide emissions. 

(2) For Class I municipal waste com-
bustion units only, all 24-hour daily 
arithmetic average concentrations of 
nitrogen oxides emissions. 

(3) All 4-hour block or 24-hour daily 
block arithmetic average concentra-
tions of carbon monoxide emissions. 

(4) All 4-hour block arithmetic aver-
age load levels of your municipal waste 
combustion unit. 
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